
The Perfect Solution for settings where a 
smooth, durable and easily cleaned wall 
surface is required.

 r Great for Rooms with Strict Sanitory 
Requirements

•	 Pharmaceutical clean rooms
•	 Food processing plants or prepara-

tion areas
•	 Research/biosafety labs
•	 Veterinary Facilities
•	 Vivariums
•	 Hospitals

 r Great for High Traffic Public Facilities

•	 Stadiums and arenas
•	 Schools
•	 Dormitories
•	 Lavatories
•	 Gymnasiums
•	 Indoor Swimming Pool Facilities

The Cost-Effective
High-Performance 

Coated Masonry Wall 
System



Spec-Finish® is an economical, 
water and chemical resistant 

coated wall system that is 
durable and easily cleaned.

FEATURES:

•	 SPEC-FINISH®	Block	is	made	with	a	pre-conditioner	
and special mix design to produce a tight and smooth 
finish	texture,	reducing	the	amount	of	block	filler	coats	
required.

•	 SPEC-FINISH®	complies	with	ASTM	C90

•	 Value	engineered	alternative	to	tile	and	glazed	block

•	 Excellent	specifiable	performance		--	four	performance	
levels available  

•	 National	availability	via	CPG	member	companies.

•	 Provides	an	impermeable	surface	over	the	entire	CMU	
wall, including mortar joint protection

•	 Easily	cleaned	and	maintained

•	 Customized	colors	to	meet	your	project	requirements

•	 Low	VOC	and	low	odor

•	 Contributes	to	earning	LEED	credits:	MR	Credits	4.1	and	
4.2;	Recycled	Content	and	IEQ	Credit	4.2	Paints	and	
Coatings

SPEC-FINISH®	combines	special	
smooth	textured	block	from	CPG	
with high performance coatings 
from Tnemec

Tnemec	Coatings	are	available	
in a wide variety of colors

Spec-Finish	Level	III	vs.	Coated	Regular	Block	
The combination of high performance coatings and Spec-
Finish	block	provides	a	pin-hole	free,	easily	cleaned,	durable	

smooth surface

Spec-Finish	block	(uncoated)
  The special smooth and dense surface texture of Spec-Fin-

ish	Block	saves	money	by	requiring	fewer	filler	coats



LEVEL I
STANDARD BLOCK FINISH

Application: Roller-applied

Prime Coat
Waterborne Cementitious Filler

Intermediate Coat
Modi�ed Polyamine Epoxy

Finish Coat
Aliphatic Polyurethane

SPEC-FINISH® Block
Special mix design and pre-conditioner

LEVEL IV  
SMOOTH BLOCK FINISH
(PINHOLE FREE SURFACE)

Application: Spray-applied

Skim Coat (Troweled)
Epoxy Filler and Surfacer

Intermediate Coat
Modi�ed Polyamine Epoxy

Finish Coat
Aliphatic Polyurethane

Saturation Coat 
Modi�ed Polyamine Epoxy

Fiberglass Mat
Fiberglass Reinforcing Mat

SPEC-FINISH® Block
Special mix design and pre-conditioner

LEVEL III  
SMOOTH BLOCK FINISH
(PINHOLE FREE SURFACE)

Application: Spray-applied

Prime Coat* (2 coats) 
Waterborne Cementitious
Filler 

Intermediate Coat
Modi�ed Polyamine Epoxy

Finish Coat
Aliphatic Polyurethane

*Prime coat  must be
  back-rolled and squeegeed.

SPEC-FINISH® Block
Special mix design and pre-conditioner

LEVEL II 
ORANGE PEEL BLOCK FINISH
(PINHOLE FREE SURFACE)

Prime Coat
Waterborne Cementitious Filler

Intermediate Coat
Modi�ed Polyamine Epoxy

Finish Coat
Aliphatic Polyurethane

SPEC-FINISH® Block
Special mix design and pre-conditioner

Application: Spray-applied

*Prime coat  must be
  back-rolled and squeegeed.

SPEC-FINISH® System Levels
FOUR	CHEMICAL-RESISTANT,	HIGH-PERFORMANCE	FINISH	LEVELS	TO	MEET	A	VARIETY	OF	
AESTHETIC	AND	PERFORMANCE	REQUIREMENTS

Note: For specific coatings product series recommendations based on desired performance, gloss level, finish texture, and compli-
ance	with	local	air	quality	regulations,	contact	your	Tnemec	representative	by	calling	1-800-TNEMEC1	or	visiting	www.tnemec.
com/company/contact.

Standard	Block	Finish	(Level	I)

Cost-Effective	for	Lighter	Duty	
Applications 

Orange	Peel	Block	Finish	(Level	
II)	

Pin-Hole Free Surface for greater 
cleanability

Smooth	Block	Finish	(Level	III)

Pin-Hole Free Surface with Smooth 
Finish

Smooth	Block	Finish	(Level	IV)

Pin-Hole	Free	Surface	with	Minimal	
Joint Appearance and Highly Durable 
Fiberglass Reinforcement



Nationwide Availability
The	Concrete	Products	Group	LLC	(CPG)	consists	of	regional	mar-
ket	leaders	in	the	concrete	products	industry.		The	CPG	is	orga-
nized	to	provide	consistent,	top-quality	products	to	regional	and	
national	customers.	Our	products	are	produced	with	consistent	

specifications and production expertise.

800-789-0872

A. JANDRIS & SONS
202 High St.

Gardner, MA 01440
1 Location

ALLIED CONCRETE 
PRODUCTS LLC
3900 Shannon St.

Chesapeake, VA 23323-
1054

3 Locations

AMCON BLOCK
P.O. Box 546

2211 Hwy 10 South
St. Cloud, MN 56302-0546

2 Locations

BARNES & CONE
P.O. Box 280

5894 Court St. Rd.
Syracuse, NY 13206-

0280
1 Location

BASALITE
CONCRETE

PRODUCTS LLC
605 Industrial Way
Dixon, CA 95620

13 Locations

BLOCK USA
2567 Ruffner Road

Birmingham, Alabama 
35210

21 Locations

FIZZANO BROTHERS
CONCRETE PRODUCTS, INC.

1776 Chester Pike
Crum Lynne, PA 19022-1299

3 Locations

HEADWATERS
CONSTRUCTION

MATERIALS
7620 Washington Avenue

Houston, TX 77007
6 Locations

MIDWEST PRODUCTS 
GROUP

221 Bolivar Street, Suite 200, 
Jefferson City, MO 65101

15 Locations

OBERFIELDS LLC
P.O. Box 362

528 London Rd.
Delaware, OH 43015

7 Locations

ORCO
BLOCK CO., INC.
11100 Beach Blvd.

Stanton, CA 90680-0129
7 Locations

BASALITE CONCRETE PRODUCTS
Dixon CA

ORCO
Stanton CA

AMCON
St. Cloud MN

MIDWEST
PRODUCTS GROUP
Je�erson City MO

HEADWATERS
Houston TX

OBERFIELDS LLC
Delaware OH

BLOCK USA
Birmingham AL

BARNES &CONE
Syracuse NY

ALLIED
CONCRETE PRODUCTS

Chesapeake VA

FIZZANO 
BROTHERS

Philadelphia PA

A. JANDRIS & SONS
Gardner MA

www.concreteproductsgroup.com

Manufacturing	Locations


